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To: All HOME & CDBG Recipients      Notice: FSP-00-11 
From: IHFA Community Development Department 
Date: September 8, 2000 
Re: Implementation of New Lead-Based Paint Regulations 
 
 
This notice transmits the new lead-based paint requirements that are effective September 15, 2000 for any 
HOME or CDBG program involving rehabilitation, acquisition, or down payment assistance. 
 

♦ For HOME and CDBG rehabilitation projects, the lead-based paint rules apply to any construction 
contract signed on a property address on or after September 15, 2000. 

 
♦ For HOME downpayment assistance projects, the lead-based paint rules apply to any home closing 

that takes place on or after September 15, 2000. 
 
Enclosed you will find IHFA’s revised lead-based paint chapter which includes the new requirements of the 
lease-based paint rule as well as IHFA’s requirements. 
 
IHFA Requirements 
 
The following is a list of requirements that IHFA will be imposing that are not addressed in the Lead-Based 
Paint Regulations 
 
♦ IHFA is requiring the distribution of a third lead-based paint brochure to beneficiaries of HOME and 

CDBG assistance.  Please refer to page 4 of Chapter 9 for the details. 
♦ IHFA is requiring a pre-construction conference to be conducted on any project that will be involved in the 

disturbance of lead-based paint.  Please refer to page 6 of Chapter 9 for the details. 
♦ IHFA is requiring that 10% of the total contract cost be held as retainage until a clearance test is 

performed and results fall within the acceptable range.  Please refer to page 13 of Chapter 9 for details. 
♦ IHFA has added a lead form that must be completed and submitted along with the HUD Homeownership 

Assistance/Rental Housing Project Set-up Form.  Additionally, the Lead Based Paint Form must be 
included with the final draw request on each property address.  Enclosed with this correspondence is 
Exhibit J – Lead Based Paint Form (last page of the lead chapter). 

 
If you have any questions regarding this correspondence, please contact Mark Young at (317) 232-7777 or 
toll-free at (800) 872-0371. 
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Chapter 9 (continued) 
LEAD BASED PAINT ISSUES 
New Lead Based Paint requirements are effective September 15, 2000. 
 
A. Background 
 
The primary cause of childhood lead poisoning is deteriorating lead-based paint and lead-
contaminated dust and soil in older housing units.  Although lead was banned from 
residential house paint in 1978 by the Consumer Product Safety Commission (CPSC), an 
estimated 57 million older homes still contain some lead-based paint.  Of these, some 3.8 
million dwellings are thought to have both lead-based paint hazards and young children 
as residents. 
 
The amount of lead-based paint in housing is significant.  Tens of millions of housing 
units contain at least some lead-based paint.  Children living in homes with lead-based 
paint become exposed to lead by directly eating chips of lead-based paint or chewing on 
protruding surfaces painted with lead-based paint.  The more common route of exposure, 
however, is the ingestion of lead-bearing dust that is generated by the paint when it 
deteriorates, chalks, or is disturbed through renovation or even abrasion from the opening 
and closing of windows.  Even in this less direct way, lead-based paint can be a source 
lead poisoning. 
 
The most common route of exposure for children is through ingestion of lead-
contaminated dust.  This dust sticks to moist hands as a child plays or crawls across the 
floor, and is then ingested via finger sucking or other normal hand-to-mouth activity.  A 
child can also be poisoned by eating lead-based paint chips and lead-contaminated soil, 
and by being exposed to other environmental sources of lead from inside and outside the 
home.  Additionally, repair and renovation activities, such as repainting, that disturb lead-
based paint can generate significant levels of leaded dust to which children can be easily 
exposed. 
 
“Lead-based paint hazards” have been defined in the Residential Lead-Based Paint 
Hazard Reduction Act of 1992, commonly referred to as “Title X,” as any of six 
conditions which can present lead exposures sufficient to cause adverse health effects.  
These include: 

1. lead-contaminated dust; 

2. deteriorated lead-based paint; 

3. intact lead-based paint on friction surfaces; 

4. intact lead-based paint on impact surfaces; 
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5. intact lead-based paint on chewable surfaces accessible to young children; and 

6. lead contaminated bare soil. 
 
B. Current Requirements 
 
IHFA requires all grantees to participate in educating the public on the hazards of lead 
poisoning.  The following material must be distributed to the parties indicated (this 
continues to be required): 

1. “About Lead Abatement in the Home” - This brochure must be distributed to 
every contractor and sub-contractor participating in a HOME or CDBG 
assisted housing rehabilitation program.  Documentation of the distribution of 
this brochure to the contractors and sub-contractors must be maintained in the 
project file.  The grantee must create a receipt form for the contractor to sign 
to document receipt of the brochure. 

2.  “Protect Your Family From Lead in Your Home” - This EPA brochure must 
be distributed to every family participating in any HOME or CDBG assisted 
housing activity.  This includes occupants of homeless shelters and 
transitional housing units.  Documentation of the distribution of this brochure 
to beneficiaries must be maintained in each project file. 

3. “Lead Based Paint:  A Threat to Your Children” - This brochure must be 
distributed to every family participating in any HOME or CDBG assisted 
housing activity.  The brochure must be signed by a member of each assisted 
family and the receipt maintained in the individual project file.   

4. “Protect Your Children From Lead Poisoning” - This poster must be displayed 
at the offices of the local unit of government, subrecipient, the grant 
administrator, and any administrative organization involved in a federally 
assisted project.  IHFA encourages local officials to post these posters at any 
public facility located in the jurisdiction.  

 
C. New Lead Based Paint Requirements 
 
In addition to these current requirements, all Federal funds obligated (contract signed) to 
a project after September 15, 2000 must follow the requirement outlined below. 
 
Exemptions to the New Lead Based Paint Requirements 
 

♦ Exemptions Still Applicable from the Current Regulations 
 Residential structures build after January 1, 1978 
 Emergency action activities 

♦ Existence of Lead-Based Paint Unlikely 
 Areas where state and local governments banned lead-based paint prior to 

January 1, 1978 
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 Properties found not to have lead-based paint during earlier testing that meets 
the requirements of prior evaluations 
 Properties where all lead-based paint has been identified and removed using 

approved methods 
♦ Human Threat Unlikely 

 Unoccupied units that will be demolished 
 Property not suitable for human residential habitation 
 Rehabilitation that does not disturb paint 

♦ Child Occupancy Unlikely 
 Zero-room dwelling units 
 Elderly and disabled housing 

 
Rehabilitation Programs 
 
 < $5,000 $5,000 - $25,000 > $25,000 
Approach to Lead 
Hazard Evaluation 
and Reduction 

1. Do no harm 3. Identify and control 
lead hazards 

4. Identify and abate 
lead hazards 

Notification Yes Yes Yes 
Lead Hazard 
Evaluation 

• Paint testing of 
surfaces disturbed 
by rehabilitation 

• Paint testing of 
surfaces to be 
disturbed by 
rehabilitation 

• Risk assessment 

• Paint testing of 
surfaces to be 
disturbed by 
rehabilitation 

• Risk assessment 
Lead Hazard 
Reduction 

• Repair surfaces 
disturbed during 
rehabilitation 

• Safe work practices 
• Clearance of work 

site 

• Interim controls 
• Safe work practices 
• Clearance of unit 

• Abatement 
• Safe work practices 
• Clearance of unit 

Ongoing Maintenance For HOME rental 
properties 

For HOME rental 
properties 

For HOME rental 
properties 

EIBLL No No No 
Options • Presume lead-based 

paint 
• Use safe work 

practices on all 
surfaces 

• Presume lead-based 
paint and/or hazards 

• Use standard 
treatments 

• Presume lead-based 
paint and/or hazards 

• Abate all applicable 
surfaces 
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Overview of Requirements 
 
Approach 1:  Do No Harm.  Perform the rehabilitation in a way that does not create lead 
hazards. 
Approach 3:  Identify and Control Lead Hazards.  Identify lead-based paint hazards 
and use a range of methods to address the hazards. 
Approach 4:  Identify and Abate Lead Hazards.  Identify lead-based paint hazards and 
remove them permanently. 
 
♦ Notification 

 “Protect Your Family From Lead in Your Home” - This EPA brochure must be 
distributed to every family participating in any HOME or CDBG assisted housing 
activity.  This includes occupants of homeless shelters and transitional housing 
units.  Documentation of the distribution of this brochure to beneficiaries must be 
maintained in each project file. 

 “Lead Based Paint:  A Threat to Your Children” - This brochure must be 
distributed to every family participating in any HOME or CDBG assisted housing 
activity.  The brochure must be signed by a member of each assisted family and 
the receipt maintained in the individual project file.   

 “Lead Paint Safety: A Field Guide for Painting, Home Maintenance, and 
Renovation Work: - This brochure must be distributed to every family 
participating in any HOME or CDBG assisted housing activity.  The brochure 
must be signed by a member of each assisted family and the receipt maintained in 
the individual project file.  This brochure can be ordered from the National Lead 
Information Center at (800) 424-5323. 

 Property owners must provide purchasers and lessees with available information 
or knowledge regarding the presence of lead-based paint and lead-based paint 
hazards prior to selling or leasing a residence. 

 Occupants, owners, and purchasers must be notified of the results of any lead 
hazard evaluation work or the presumption of lead-based paint or lead hazards. 

 Occupants, owners, and purchasers must be notified of the results of any lead 
hazard reduction work. 

♦ Lead Hazard Evaluation 
 Each unit must be evaluated to identify lead hazards.  The required method of 

evaluation depends on the level of rehabilitation assistance. 

 Rehabilitation program managers have the option to forego evaluation and 
presume the presence of lead-based paint and/or lead-based paint hazards. 

 Rehabilitation costs up to and including $5,000 requires paint testing of surfaces 
that will be disturbed during the rehabilitation process. 

 Work over $5,000 requires a risk assessment of the entire unit and paint testing of 
surfaces to be disturbed during rehabilitation. 
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 Evaluation must be conducted by a certified professional: 

(a) Paint testing must be conducted by a certified lead-based paint inspector or 
risk assessor.   

(b) Risk assessments must be conducted by a certified risk assessor. 

(c) All paint testing samples and risk assessment samples must be analyzed by an 
approved laboratory. 

 Notice of Evaluation.  The administering agency must notify occupants about the 
results of the lead hazard evaluation within 15 days after the results have been 
determined.  The notification must provide the following information: 

(a) The presence and location of lead-based paint. 

(b) A description of how occupants can get further information including the full 
report of the testing methods and results. 

(c) An explanation of the decision to forego evaluation and presume that lead-
based paint and/or hazards exist.  You must notify occupants of the reasons 
for making this presumption. 

 In single-family buildings, grantees can provide this information to the 
homeowner directly. 

 In multi-family buildings, grantees can either distribute this information to each 
household or post it in a central location where all residents can access it. 

 The results and methods of all evaluations must be summarized in a report that is 
made available to residents if they request.  Program staff can prepare the report; 
however, in some cases the paint inspector or risk assessor may be the most 
qualified person to write the report. 

 Lead Hazard Evaluation Results 

Paint Sample Standards 
Surface Threshold 

Lead-Based Paint  5,000 µg/gram, or 

 1 mg/cm2, or 

 5,000 ppm. or 

 0.5% 

Dust Sample Standards 
Surface  Threshold  

 Risk Assessment Lead Hazard 
Screen 

Clearance 

Floors 40 µg/ft2 25 µg/ft2 40 µg/ft2 

Interior Window Sills 250 µg/ft2 125 µg/ft2 250 µg/ft2 

Window Troughs N/A N/A 800 µg/ft2 
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Soil Samples 
Surface Threshold 

Play areas used by children <6 400 µg/gram 

Other areas > 9ft2 per dwelling 2,000 µg/gram 

Abatement required 5,000 µg/gram 

 

♦ Pre-Construction Conference 
 All grantees will be required to have a certified Lead-Based Paint Abatement 

Supervisor perform a pre-construction conference to all contractors and workers 
that will be involved in disturbing lead-based paint.  The supervisor will be 
required to explain safe work practices and review the work specification for each 
particular job site.  The supervisor must explain the entire process to contractors, 
including possible increase in job cost, use of HEPA vacuums, clearance test, 
relocation, and retainage.  Grantees are required to keep documentation of 
minutes and attendees of the pre-construction conference.  IHFA staff will check 
this requirement at monitoring.  

♦ Lead Hazard Reduction 
 The level of hazard reduction required depends on the level of assistance: 

(a) Repair of Paint and Disturbed During Rehabilitation.  Includes repairing 
disturbed paint and applying a new coat of paint.  Paint stabilization must be 
done by a certified abatement worker or by a contractor who is supervised by 
a certified abatement supervisor. 

(b) Interim Controls and Standard Treatments.  Includes addressing friction and 
impact surfaces, creating smooth and cleanable surfaces, encapsulation, 
removing or covering lead-based paint components, and paint stabilization.  
Interim controls and standard treatments must be completed by a certified 
abatement worker or by a contractor who is supervised by a certified 
abatement supervisor. 

(c) Abatement.  Abatement involves permanently removing lead-based paint 
hazards, often through paint and component removal, and enclosure.  
Abatement work must be done by a certified abatement supervisor along with 
certified abatement workers. 

(d) Safe Work Practices.  Safe work practices must be used for all work on all 
lead-based paint surfaces.  Safe work practices are required on interior 
surfaces larger than 2 cubic feet and on exterior surfaces larger than 20 cubic 
feet. 

(e) Clearance.  Clearance must be performed by a certified professional to check 
if rehabilitated units are safe for future occupants. 
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♦ Clearance 
 Performance of Clearance.  The purpose of clearance is to make sure that the unit 

is safe for occupants to return.  Occupants are not permitted in the work area until 
it has passed clearance.  Clearance must be performed at least one hour after work 
has been completed.  During clearance, a certified professional will take dust 
samples and have them tested for lead. 

 Clearance Examiner.  Clearance inspections must be conducted by a certified 
professional. 

(a) Certified professional include risk assessors, paint inspectors, and licensed 
clearance technicians; 

(b) The person conducting clearance must be independent of the contractor who 
performed the lead hazard reduction work. 

 Before Clearance.  Prior to the clearance inspection, the contractor and program 
staff should ensure that the worksite is ready for inspection. 

(a) Be sure that all required work has been complete. 

(b) Be sure that all the lead hazard reduction measures have been completed. 

(c) Remove debris, paint chips, and dust from all surfaces, especially horizontal 
surfaces. 

(d) Remove debris and chips for the ground surrounding the building. 

(e) No less than one hour after work has been completed, perform a final check of 
all surfaces for dust and chips.  Check where dust tends to settle such as 
window troughs and sills, the tops of door frames, and baseboards. 

 Clearance Tasks.  During clearance, the clearance professional will complete the 
following tasks. 

(a) Conduct a visual assessment of the unit and worksite to identify dust, debris, 
and deteriorated paint. 

(b) Take dust samples from floors, interior windowsills, and window troughs. 

(c) If work was done to the exterior, visually assess the soil near the worksite. 

(d) Submit the samples to an NLLAP-recognized laboratory for analysis. 

(e) Write a report presenting the results of the clearance examination. 

 Cleaning Before Clearance.  It is crucial that the contractor and program staff 
make sure that the worksite it thoroughly cleaned before the clearance examiner 
arrives.  If the unit(s) did not pass clearance, the inspector will require an 
additional cleaning and clearance inspection until the unit passes clearance. 
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♦ Occupant Notification 
 Occupants must receive the results of the hazard reduction and clearance test 

within 15 days of completion. 

 Notification of hazard control and clearance includes: 

(a) A summary of the hazard reduction activities and clearance results. 

(b) A contact name, address, and telephone number for further information. 

(c) The locations of remaining lead-based paint surfaces and lead hazards. 

♦ On –Going Requirements for HOME and CDBG rental properties 
 The following are specific maintenance activities required: 

(a) Regular maintenance and evaluation of the lead hazard reduction work must 
be performed.  The owner is responsible for: 

 A visual inspection of lead-based paint annually at unit turnover; 

 Repair of all unstable paint; and  

 Repair encapsulated or enclosed area that are damaged; and 

 Performing a clearance examination.  Repairs are considered complete 
after the work site passes clearance. 

(b) Owners should request, in writing, that the occupants of rental units monitor 
lead-based paint surfaces and inform the owner of potential hazards. 

 Owners must inform current and new occupants of the lead hazard reduction 
methods that took place and where lead-based paint exists in their units.  Both the 
“Lead Based Paint:  A Threat to Your Children” and “Protect Your Family From 
Lead in Your Home” must be provided to new occupants. 

 Owners must continue to comply with the notification requirements when 
additional lead hazard evaluation and hazard reduction activities are performed. 

♦ On-Going Requirements for CDBG Public Facilities Receiving On-Going Federal 
Assistance (emergency shelters and youth shelters) 

 The housing provider must incorporate ongoing maintenance of painted surfaces 
into regular building operations.  Ongoing maintenance includes: 

(a) Conducting a visual assessment to identify deteriorated paint every twelve 
months or at unit turnover;  

(b) Stabilizing any deteriorated paint identified during ongoing monitoring.  Paint 
stabilization must be completed within 30 days of notification of inspection 
results; and 

(c) Performing a clearance examination.  Repairs are considered complete after 
the work site passes clearance. 
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 Occupants must be informed of lead-based paint hazards identified during 
ongoing monitoring and treated during ongoing maintenance. 

(a) The housing provider must notify the occupant within 15 days of lead hazard 
evaluation or presumption of a lead-based paint hazard. 

(b) When paint stabilization occurs, the housing provider must notify the 
occupant within 15 days of stabilization completion.  This notice must 
include: 

 Summary of the nature, scope, and results of paint stabilization; 

 Contact name, address, and telephone number for more information; and 

 Available information on the location of any remaining lead-based paint. 

 The notice must be provided to occupants at their apartments or in a centrally 
located common area. 

 The housing provider must respond to resident notification of deteriorated paint 
and perform paint stabilization within 30 days of receiving notification. 

♦ Calculating the Level of Rehabilitation Assistance 
 The level of assistance is determined by taking the lower of the per unit 

rehabilitation hard costs, or per unit federal assistance. 

 The following costs are not counting when calculating the level of assistance for a 
project. 

(a) Soft Costs 

(b) Administrative Costs 

(c) Relocation Costs 

(d) Program Delivery Costs 

(e) Environmental Reviews 

(f) Acquisition of the Property 

(g) Lead Hazard Evaluation and Reduction Costs* 

*Lead hazard evaluation and reduction costs associated with site preparation, 
occupant protection, relocation, interim controls, abatement, clearance, and waste 
handling attributed to lead-based paint reduction. 

 In multi-family projects that include both federally-assisted and non-assisted 
units, use the following formula: 

[(rehabilitation hard costs for all assisted dwelling units (not including common 
exterior areas/number of federally-assisted units in the project) + (rehabilitation 
hard costs for common areas and exterior surfaces/total number of units in the 
project)] 
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DownPayment Assistance Programs 
 
♦ Notification 

 “Protect Your Family From Lead in Your Home” - This EPA brochure must be 
distributed to every family participating in any HOME or CDBG assisted housing 
activity.  This includes occupants of homeless shelters and transitional housing 
units.  Documentation of the distribution of this brochure to beneficiaries must be 
maintained in each project file. 

 “Lead Based Paint:  A Threat to Your Children” - This brochure must be 
distributed to every family participating in any HOME or CDBG assisted housing 
activity.  The brochure must be signed by a member of each assisted family and 
the receipt maintained in the individual project file.   

 Property owners must provide purchasers and lessees with available information 
or knowledge regarding the presence of lead-based paint and lead-based paint 
hazards prior to selling or leasing a residence. 

 The administering agency is responsible for providing notification of lead hazard 
evaluation or reduction activity to the potential owner within 15 calendar days of 
the completion of lead hazard evaluation or reduction activities.  [Note:  A Notice 
of Lead Hazard Evaluation is required only if paint testing or a risk assessment is 
conducted.] 

♦ Lead Hazard Evaluation 
 A visual assessment is required to identify deteriorated paint in homes.  A visual 

assessment of all interior painted surfaces, including common areas such as 
hallways, laundry rooms or garages, and exterior surfaces of the building in which 
the dwelling unit is located must be conducted to identify deteriorated paint.  
Note:  A visual assessment is not considered an evaluation that requires a 
notification of lead hazard evaluation, since the assessment does not evaluate 
lead-based paint and/or lead hazards. 

 
♦ Lead Hazards Reduction 

 Paint Stabilization.  All deteriorated paint surfaces must be stabilized before the 
homebuyer moves into the home. 

(a) Repair Deteriorated Surface.  Any physical defect on a painted surface must 
be repaired before treating the surface. 

(b) Remove Loose Paint.  All loose paint or other loose material should be 
removed from the surface to be treated. 

(c) Apply New Paint.  Paint stabilization includes the application of new 
protective coating or paint.  The surface must be dry and protected from future 
moisture damage before applying a new protective coating or paint. 
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 Training/Supervision.  Workers performing paint stabilization must be trained in 
accordance with OSHA regulations at 29 CRF 1926.59.  In addition, they must 
meet one of the following: 

(a) Supervision by a certified abatement supervisor; 

(b) Successful completion of an accredited abatement supervisor course in 
accordance with 40 CFR 745.225; 

(c) Successful completion of an accredited lead-based paint abatement worker 
course in accordance with 40 CFR 745.225; 

(d) Successful completion of the Lead-Based Paint Maintenance Training 
Program developed by the National Environmental Training Association for 
EPA and HUD; 

(e) Successful completion of the Remodeler’s and Renovator’s Lead-Based Paint 
Training Program developed by HUD and the National Association of the 
Remodeling Industry;  or 

(f) Successful completion of an equivalent course approved by HUD. 

 Safe Work Practices.  The owner must use safe work practices when conducting 
paint stabilization.  Safe work practices include safe work methods, occupant 
protection, worksite preparation, and cleanup. 

(a) Occupant Protection.  Work should be performed in a vacant unit if possible.  
If residents must remain inside the dwelling during work, a barrier to the room 
where stabilization is taking place should be erected and residents should not 
be allowed to enter the work area until clearance has been completed. 

(b) Worksite Preparation.  The worksite should be contained using plastic 
sheeting extending five feet beyond the perimeter of the treated area in all 
directions on the floor.  Ventilation systems should be turned off until work is 
complete. 

(c) Cleanup.  After paint stabilization is complete, the worksite should be cleaned 
to remove all lead-based paint dust.  Cleanup must be accomplished by wet 
washing surfaces with a lead specific detergent or its equivalent.  Other 
cleaning devices, such as vacuum cleaners with HEPA filters, can be used 
during cleanup.  Waste and debris must be disposed of in sealed containers in 
accordance with Federal and state waste disposal requirements.  Use of a 
HEPA vacuum is recommended. 

 Exemptions to Safe Work Practices.  Safe work practices are not required when 
treated areas are tested and found to be free of lead-based paint, or if the surface 
area being treated is smaller that a total of 2 square feet per room or 10 percent of 
the total surface area of interior components, such as window sills. 
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♦ Clearance 
 Clearance must take place following paint stabilization.  Clearance helps to ensure 

that lead-based paint hazards are controlled and the unit is sage for habitation. 

 Paint stabilization and other lead hazard reduction efforts are considered complete 
when clearance is conducted.  Clearance must be performed to ensure that lead-
based paint hazards have been controlled. 

(a) Clearance consists of a visual examination, collection of dust samples, and 
laboratory analysis of the samples for lead. 

(b) Clearance is performed after lead hazard reduction and clean-up are complete. 

(c) Dwellings must meet the following clearance standards. 

 
 Floors 

(µg/ft2) 
Interior Window 

Sills (µg,ft2) 
Window Troughs 

(µg/ft2) 

Lead in Dust (as 
measured by a dust wipe 
sample) 

40 250 800 

 

 Clearance Examiner.  The administering agency is responsible for hiring a 
certified professional to conduct the clearance.  This professional may be a 
certified risk assessor, lead-based paint inspector, or clearance technician.  The 
clearance examiner must be independent from the individual or entity who 
conducted the paint stabilization or other lead hazard reduction, unless they are 
employees of the administering agency.  Note:  If agency employees are used, the 
same individual who conducted paint stabilization is not permitted to conduct 
clearance. 

 Clearance Report.  Prior to closing, and within 15 calendar days of the completion 
of the lead hazard reduction activities, the homebuyer must be notified of the 
clearance examination.  The administering agency should ensure that the report is 
prepared and sent to the homebuyer.  This report should include: 

(a) Beginning and ending dates of the lead hazard reduction activities. 

(b) Name and address of the firm conducting lead hazard reduction activities and 
the name of the supervisor assigned to the lead hazard reduction activities. 

(c) The name, address and signature of each person conducting clearance 
sampling, the date of the clearance testing, and the certification number for 
each certified risk assessor or inspector who conducted sampling. 

(d) The results of clearance testing and the name of each laboratory that 
conducted the analyses and the identification number of the laboratory. 
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(e) A detailed written description of the lead hazard reduction activities including 
methods used, location of rooms where activity occurred, and any suggested 
monitoring. 

 Staff Training.  As a result of the new cleanup and clearance requirements, the 
administering agency will need to evaluate their program design and incorporate 
these new requirements. 

(a) All program staff should have a basic understanding of the proper clearance 
procedures; 

(b) Staff conducting the clearance examination must complete one of the 
acceptable training courses listed under paint stabilization; and 

(c) Program staff should understand the components of the clearance report and 
understand the procedures for notifying the buyer of the results. 

 Final Payment to Contractor.  A minimum of 10% of the total contract must be 
held from the contractor until you receive a clearance report detailing that the 
levels of lead are within the acceptable range. 
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Lead Based Paint Exhibits 
 
Exhibit A Definitions 

 

Exhibit B Lead Regulations (24 CFR Part 35) 

 

Exhibit C Indiana Licensed Lead-Based Paint Personnel 

 

Exhibit D Indiana Approved Lead Laboratories 

 

Exhibit E Sample Disclosure Format for Target Housing Sales - Disclosure 
of Information on Lead-Based Paint and Lead-Based Paint Hazards 

 

Exhibit F Sample Disclosure Format for Target Housing Rentals and Leases - 
Disclosure of Information on Lead-Base Paint and Lead-Based 
Paint Hazards 

 

Exhibit G Summary Notice of Lead-Based Paint Risk Assessment 

 

Exhibit H Summary Presumption Notice 

 

Exhibit I Hazard Reduction Completion Notice 

 

Exhibit J Lead Based Paint From 
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Exhibit A - Definitions 
Abatement is a measure or a set of measures designed to eliminate lead-based paint 
hazards or lead-based paint permanently.  Permanent is defined as at least 20 years 
effective life. 

Abatement strategies include the removal of lead-based paint, enclosure, encapsulation, 
replacement of building components coated with lead-based paint, removal of lead-
contaminated dust, and removal of lead-contaminated soil or overlaying of soil with a 
durable covering such as asphalt. 

There are four basic methods of abatement for building components with lead-based 
paint. 

 Component Replacement – is the removal of building components that contain 
lead-based paint.  It is most appropriate for removal items such as doors, 
windows, trim, and cabinets. 

 Paint removal – is the separation of paint for the substrate using safe heat, 
chemical, or abrasive methods.  It may be done on- or off-site.  Because it can 
create a great deal of dust, it is the most hazardous, and thus least preferable, of he 
approved methods and requires the greatest care and most careful cleanup.  It is 
most appropriate for small surfaces. 

 Enclosure – involves the installation of a barrier (such as paneling) that is 
mechanically attached to the building component, with all edges and seams sealed 
to prevent escape of lead-based paint dust.  It is most appropriate for large 
surfaces such as walls, ceilings, floors, and exteriors. 

 Encapsulation – involves a liquid or adhesive material that covers the component 
and forms a barrier that makes the lead-based paint surface inaccessible by relying 
upon adhesion.  It is most appropriate for most kinds of smooth surfaces but it 
cannot be used effectively on friction surfaces, surfaces in poor condition, or 
surfaces that may become wet.  It also must be compatible with existing paint. 

There are three basic methods for abating lead-contaminated soil. 

 Soil Removal – is the removal of at least the top six inches of topsoil and is 
adequate for most projects.  In areas with heavy contamination, up to two feet 
may have to be removed, and must be disposed of using proper waste 
management techniques that comply with local requirements.  The maximum lead 
concentration in replacement soil shall not exceed 200 µg/g.  Sodding or seeding 
of the new soil should occur.  Waste disposal, site control, and weather delays can 
affect costs. 

 Soil Cultivation – is the mixing of low lead soil with high lead soil, and is an 
appropriate method if the average lead concentration of the soil to be abated is 
below 1,500 µg/g.  Thorough mixing is required, and pilot testing of various 
techniques may be needed to ensure that thorough mixing does occur.  
(Rototilling is often not an acceptable method of soil cultivation).  Site control 
and weather delays can affect cost. 
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 Paving – is covering soil with high quality concrete or asphalt.  Paving is 
common in high traffic areas but is not appropriate in play areas.  The need for 
uncontaminated replacement soil is eliminated as are waste disposal costs.  Paving 
often turns out to be the most economical recourse, despite its aesthetic 
disadvantages. 

Clearance 
 Involves a visual assessment and dust testing to determine if: 

(a) The area is safe for unprotected workers to enter 

(b) The area is a safe place for young children to live 

 The visual assessment serves to check that work was completed and properly 
done. 

 The dust testing serves to identify lead-contaminated dust.  If clearance results 
show lead-contaminated dust above the clearance standard is present, the unit has 
not been adequately cleaned and places children at risk. 

 If a unit fails clearance, it must be recleaned.  It must pass clearance before it can 
be reoccupied. 

Disclosure 
 Disclosure requires most property owners of pre 1978 housing to disclose the 

presence of lead-based paint and provide prospective buyers/tenants with all 
documentation on known lead-based paint and lead-based paint hazards in the 
dwelling unit. 

 Grantees/subrecipients must provide purchasers and lessees with information 
regarding any existence of lead-based paint and lead-based paint hazards prior to 
selling or leasing a residence. 

 Sellers must allow purchasers 10 days to inspect the dwelling for lead-based paint 
or lead-based paint hazards. 

 Violations of these disclosure requirements should be reported to the Federal 
Lead Clearinghouse at (800) 424-LEAD (800-424-5323). 

EIBLL (Elevated Intravenous Blood Lead Level) 
 It is a measure of the lead level in a persons blood. 

Interim Controls 
 Interim controls are a set of measures designed to temporarily reduce human 

exposure or likely exposure to lead-based paint hazards.  Interim controls include 
repairs, maintenance, painting, temporary containment, specialized cleaning, 
ongoing monitoring of lead-based paint hazards or potential hazards, and the 
establishment and operation of management and resident education programs. 

 Unlike abatement, interim controls require periodic monitoring and reevaluation 
to ensure that they remain effective in preventing the creation of lead hazards. 
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 Even though interim controls are only a temporary solution to lead-based paint 
hazards, they will significantly reduce the risk of lead poisoning among housing 
residents. 

 Interim controls can be performed as part of regular maintenance activities with 
limited additional effort or cost. 

 Interim control methods include: 

(a) Paint Stabilization – Deteriorated paint can be controlled by removing the 
paint, repainting the surface, or repairing loose or deteriorated substrate 
materials. 

(b) Friction and Impact Surface Treatments – Friction and impact surfaces that 
create lead dust, such as windows, doors, stair treads and floors, can be treated 
by rehanging doors and placing rubber stoppers along impact surfaces, and 
cushioning window tracks with plastic liners to reduce friction. 

(c) Dust Controls – Lead-contaminated dust can be temporarily controlled by 
cleaning surfaces to reduce leaded dust levels. 

(d) Soil Treatments – Lead-contaminated soil can be controlled by limiting 
resident access to it.  Two methods include: 

 Covering contaminated surfaces with grass, mulch or other appropriate 
material; and 

 Land use controls such as fencing or signs. 

 An Example of Interim Controls 

(a) Suppose a window is painted with lead-based paint.  While the entire window 
is often replaced during abatement, an effective interim control would be to 
install plastic sash track liners.  This prevents the generation of leaded dust 
until the window can be removed and replaced.  This method is both relatively 
easy and inexpensive to implement. 

(b) Individuals performing interim controls must be trained or certified.  The new 
regulation gives several options for meeting the training/certification 
requirement. 

(c) All interim control strategies require worksite preparation, cleanup, waste 
disposal, clearance testing, recordkeeping, and monitoring. 

Paint Inspection is a surface by surface investigation to determine the presence of lead-
based paint on all types of painted surfaces in a swelling unit.  It includes a report that 
explains the results of the investigation and lists surfaces that are covered with lead-based 
paint. 
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Paint Stabilization 
 Is a way to control the hazard presented by deteriorated paint. 

 It involves removing deteriorated paint using wet methods to reduce dust, 
repairing loose or deteriorated substrate materials, and applying new paint.  The 
cause of deteriorated paint must also be corrected. 

 It helps to reduce the production of lead-contaminated dust and the accessibility 
of lead-contaminated paint chips.  However, it is a temporary measure that 
requires ongoing monitoring to be successful. 

Paint Testing 
 Is conducted to identify the lead content of a painted surface. 

 It is conducted with an X-ray florescence (XRF) analyzer, or through analysis of 
paint samples by a lead-accredited lab or a comparable testing technique. 

 Testing must be performed by a trained or certified professional 

 The results of the paint testing must be documented in writing. 

Risk Assessment 
 Is a thorough examination of a dwelling unit or a property to identify lead-based 

paint hazards that are present. 

 It involved testing of dust, soil, and deteriorated paint and includes a visual 
inspection for deteriorated paint and other hazardous conditions.  A risk 
assessment also includes an investigation of the age and history of the housing 
and occupancy by children under age six. 

 A report is written that explains the results and identifies acceptable abatement 
and interim control strategies based on specific conditions and the owner’s 
capabilities for controlling identified lead-based paint hazards. 

 It is performed by a certified risk assessor. 

Standard Treatments 
 Are a set of treatments – abatement or interim controls – that are performed 

routinely in housing units to address conditions that are likely to create lead-based 
paint hazards.  Standard treatments do not require any upfront evaluation to 
identify existing lead-based paint hazards. 

 When performing treatments the following steps are taken: 

(a) Safely Repair Deteriorated Paint.  This is described under “paint 
stabilization.” 

(b) Provide Smooth and Cleanable Horizontal Surfaces.  For example, recoat 
hardwood floors with polyurethane, replace or recover worn-out linoleum 
floors, and cover interior window sills with metal or vinyl.  Rough, pitted, and 
porous surfaces trap lead dust and make it difficult to clean these surfaces 
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thoroughly.  Smooth horizontal surfaces to make it possible for occupants' 
regular housekeeping to reduce exposure to lead dust. 

(c) Correct Conditions in Which Painted Surfaces are Rubbing, Binding, or 
Otherwise Produce Dust.  For example, rehang binding doors, install door 
stops to prevent doors from damaging painted surfaces, and repair and replace 
loose windows.  By correcting conditions that cause rubbing, binding, or other 
damage to painted surfaces, the integrity of the paint is protected and the 
generation of lead dust is reduced. 

(d) Cover or Restrict Access to Bare Residential Soil.  For example, cover bare 
soil with gravel, mulch, or sod; or physically restrict access to bare soil. 

(e) Specialized Cleaning.  Conduct specialized cleaning of work areas using 
HEPA vacuums and lead-specific detergents upon completion of treatments 
above. 

(f) Clearance.  After work is completed, clearance examination must be 
performed in accordance with HUD clearance requirements. 

Visual Assessment 
 Serves to identify deteriorated paint.  Because it does not involve any testing to 

determine the presence of lead, it is not considered a “lead hazard evaluation” 
method under the regulation.  However, it is used in many situations as a simple 
method to determine whether a unit is suitable for program funding and to 
identify necessary repairs. 

 A visual assessment is a look at interior and exterior surfaces for signs of paint 
deterioration and potential hazards.  Housing Quality Standards (HQS) inspectors, 
or other inspectors trained to identify potential hazards, or certified risk assessors 
can perform this assessment. 

 The assessment is similar to the visual paint inspection performed as part of the 
HQS inspection with a few additional elements. 

 The assessment identifies: 

(a) Deteriorated Paint.  Deteriorated paint creates chips and dust. 

(b) Structural Problems.  Leaks, rotting walls, and other structural defects may 
cause painted surfaces to deteriorate and create chips and dust. 

(c) Evidence of Chewing on Paints Surfaces.  Children may chew on otherwise 
intact surfaces and ingest lead-based paint. 

 Individuals performing visual assessment must be trained to identify deteriorated 
paint. 

 The inspector should pay particular attention to surfaces that are known to have 
lead-based paint. 

 If any potential lead-based paint hazards are identified, they should be noted on 
the unit inspection or visual assessment report forms. 
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 Without paint testing or dust testing, a visual assessment can only identify 
conditions that may pose lead-based paint hazards because the lead content of the 
paint is still unknown.  Generally, if surfaces have not been tested for lead-based 
paint, grantees should assume areas contain lead-based paint and have them safely 
repaired. 











































































Exhibit E

Lead Warning Statement
Every purchaser of any interest in residential real property on which a residential dwelling was built prior to 1978
is notified that such property may present exposure to lead from lead-based paint that may place young children
at risk of developing lead poisoning.  Lead poisoning in young children may produce permanent neurological
damage, including learning disabilities, reduced intelligence quotient, behavioral problems, and impaired memory.
Lead poisoning also poses a particular risk to pregnant women.  The seller of any interest in residential real property
is required to provide the buyer with any information on lead-based paint hazards from risk assessments or inspections
in the seller's possession and notify the buyer of any known lead-based paint hazards.  A risk assessment or inspection
for possible lead-based paint hazards is recommended prior to purchase.

Seller's Disclosure (initial)

(a) Presence of lead-based paint and/or lead-based paint hazards (check one below):
q Known lead-based paint and/or lead-based paint hazards are present in the housing (explain).

q Seller has no knowledge of lead-based paint and/or lead-based paint hazards in the housing.

(b) Records and reports available to the seller (check one below):
q Seller has provided the purchaser with all available records and reports pertaining to lead-based

paint and/or lead-based paint hazards in the housing (list documents below).

q Seller has no reports or records pertaining to lead-based paint and/or lead-based paint hazards
in the housing.

Purchaser's Acknowledgment (initial)

(c) Purchaser has received copies of all information listed above.
(d) Purchaser has received the pamphlet Protect Your Family from Lead in Your Home
(e) Purchaser has (check one below):

q Received a 10-day opportunity (or mutually agreed upon period) to conduct a risk assessment
or inspection for the presence of lead-based paint hazards; or

q Waived the opportunity to conduct a risk assessment or inspection for the presence of
lead-based paint hazards.

Agent's Acknowledgment (initial)

(f) Agent has informed the seller of the seller's obligations under 42 U.S.C. 4852(d) and is aware
of his/her responsibility to ensure compliance.

Certification of Accuracy
The following parties have reviewed the information above and certify, to the best of their knowledge, that the
information provided by the signatory is true and accurate.

Seller Date Seller Date

Agent Date Agent Date

Purchaser Date Purchaser Date

Sample Disclosure Format for Target Housing Sales
Disclosure of Information on Lead-Based Paint and Lead-Based Paint Hazards



Exhibit F

Lead Warning Statement
Housing built before 1978 may contain lead-based paint.  Lead from paint, paint chips, and dust can
pose health hazards if not taken care of properly.  Lead exposure is especially harmful to young children
and pregnant women.  Before renting pre-1978 housing, landlords must disclose the presence of known
lead-based paint and lead-based paint hazards in the dwelling.  Tenants must also receive a Federally
approved pamphlet on lead poisoning prevention.

Lessor's Disclosure (initial)

(a) Presence of lead-based paint and/or lead-based paint hazards (check one below):
q Known lead-based paint and/or lead-based paint hazards are present in the housing (explain).

q Lessor has no knowledge of lead-based paint and/or lead-based paint hazards in the housing.

(b) Records and reports available to the lessor (check one below):
q Lessor has provided the purchaser with all available records and reports pertaining to lead-based

paint and/or lead-based paint hazards in the housing (list documents below).

q Lessor has no reports or records pertaining to lead-based paint and/or lead-based paint hazards
in the housing.

Lessee's Acknowledgment (initial)

(c) Lessee has received copies of all information listed above.
(d) Lessee has received the pamphlet Protect Your Family from Lead in Your Home

Agent's Acknowledgment (initial)

(e) Agent has informed the lessor of the lessor's obligations under 42 U.S.C. 4852(d) and is aware
of his/her responsibility to ensure compliance.

Certification of Accuracy
The following parties have reviewed the information above and certify, to the best of their knowledge, that the
information provided by the signatory is true and accurate.

Lessor Date Lessor Date

Lessee Date Lessee Date

Agent Date Agent Date

Disclosure of Information on Lead-Based Paint and Lead-Based Paint Hazards
Sample Disclosure Format for Target Housing Rentals and Leases



Exhibit G

Summary Notice of Lead-Based Paint Risk Assessment

Address/location of property or structure (s) this summary notice applies to:

Lead-based paint risk assessment description:

Date (s) of risk assessment:

Summary of risk assessment results (check all that apply):

(a)_______ No lead-based paint hazards were found.
(b)_______ Lead-based paint hazards were found.
(c)_______ A brief summary of the findings of the risk assessment

is provided below (required if any lead-based paint
hazards were found).

Summary of types and locations of lead-based paint hazards.
List at least the housing unit numbers and common areas (for multifamily hsg),
bare soil locations, dust-lead locations, and/or building components
(including type of room or space, and the material underneath the paint), and
types of lead-based paint hazards found.

Contact person for more information about the risk assessment:

Printed name:

Organization:

Street & City:

State: Zip:

Phone Number: (         )

Person who prepared this summary notice:

Printed name:

Date:

Organization:

Street & City:

State: Zip:

Phone Number: (         )

Indiana Housing Finance Authority



Exhibit H

Summary Presumption Notice 
Notice that Lead-Based Paint or Lead-Based Paint Hazards are Presumed to be Present

Address/location of property or structure (s) this summary notice applies to:

Type of presumption (check all that apply):

(a)_______ Lead-based paint is presumed to be present.
(b)_______ Lead-based paint hazard (s) is (are) presumed to be present.

Summary of presumption.
List at least the housing unit numbers and common areas (for multifamily hsg),
bare soil locations, dust-lead locations, and/or building components
(including type of room or space, and the material underneath the paint), and
types of lead-based paint hazards presumed to be present:

Contact person for more information about the presumption:

Printed name:

Organization:

Street & City:

State: Zip:

Phone Number: (         )

Person who prepared this notice of presumption:

Printed name:

Date:

Organization:

Street & City:

State: Zip:

Phone Number: (         )



Exhibit I

Hazard Reduction Completion Notice
Notice of completion of Lead-Based Paint Hazard Reduction Activity

Address/location of property or structure (s) this summary notice applies to:

Summary of the hazard reduction activity:
Start and completion date (s):

Activity locations and types.
List at least the housing unit numbers and common areas (for multifamily hsg),
bare soil locations, dust-lead locations, and/or building components
(including type of room or space, and the material underneath the paint), and
types of hazard reduction activities performed at the locations listed:

Date (s) of clearance testing and/or soil analyses:
Locations of building components with lead-based paint remaining in the rooms,
spaces or areas where activities were conducted:

Summary of results of clearance testing and soil analyses:

(a)_______ No clearance testing was performed.
(b)_______ Clearance testing showed clearance was achieved.
(c)_______ Clearance testing showed clearance was not achieved.

Contact person for more information about the hazard reduction:

Printed name:

Organization:

Street & City:

State: Zip:

Phone Number: (         )

Person who prepared this summary notice:

Printed name:

Date:

Organization:

Street & City:

State: Zip:

Phone Number: (         )



Exhibit J 

INDIANA HOUSING FINANCE AUTHORITY 
LEAD BASED PAINT FORM 
 
 
Date:       
 
Grantee:       
 
Grant #:       
 

 
 
Subrecipient/ 
Grant Administrator:       
 
Phone #:       
 
Fax #:       

 
Type of Activity Year Structure Build:       
   Acquisition  
 
   Rehabilitation 
 
   Homebuyer 
 
Street Address of Project: 
 
      
City: 
 
      

State: 
 
Indiana 

Zip Code: 
 
      

 
Amount of Rehabilitation Assistance (hard costs only) 
 
$       

Amount of Lead Reduction Assistance: 
 
$       
 

 
Rehabilitation Projects 
 
  Assume Lead Based Paint 
 
Date of Risk Assessment/Paint Test:        Result of Paint Test (attach lab summary results) 
   Pass 
 
   Fail 
Clearance Date (attach results):        
 
Acquisition/Homebuyer Projects 
 
Date of Visual Assessment:        Result of Visual Assessment (attach documentation) 
 
   Pass 
 
   Fail 
 
Result of Paint Test (if visual assessment failed) 
 
   Pass 
 
   Fail 


	IHFA Requirements
	section2.pdf
	LEAD BASED PAINT ISSUES
	
	
	
	
	A.	Background




	Current Requirements
	New Lead Based Paint Requirements
	In addition to these current requirements, all Federal funds obligated (contract signed) to a project after September 15, 2000 must follow the requirement outlined below.
	Exemptions to the New Lead Based Paint Requirements
	Paint Sample Standards
	Surface
	
	
	Calculating the Level of Rehabilitation Assistance


	Clearance
	Disclosure
	Interim Controls
	Risk Assessment
	Standard Treatments
	Visual Assessment







